
KI-5501 Revision D

KI-5501-1 R44-series Five-Point Harness Installation Kit Instructions
KI-5501-2 R66 Five-Point Harness Installation Kit Instructions

For replacement of previously installed five-point harnesses.

NOTE

Visit  www.robinsonheli.com to verify kit instructions are current revision.  
Review instructions before installation; contact RHC Technical Support 
with questions.  Verify kit contents match list; contact RHC Customer 
Service if parts are missing or damaged.

NOTE

Refer to R44 or R66 Maintenance Manual (MM) and R44 or R66 Illustrated 
Parts Catalog (IPC) for installation data.
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1 KI-5501Instr. Kit Instructions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 1
2 A130-28 Spacer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 4
3 A141-14 Washer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0 3
4 A141-17 Washer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 8
5 B340-8 Nut . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 4
6 B340-10 Nut . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 1
7 C627-6 Harness Assembly – Forward . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 2
8 D210-3 Nut . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 4
9 D210-4 Nut . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 3

10 F426-2 Anchor . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 2
11 2663 Hole Plug . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 4
12 MS20002-4+ Washer (Note: “+” in contents part number indicates 10-qty pack) 1 1
13 MS21042L08 Nut . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 2
14 MS27039C0806* Screw . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 4
15 MS27039C0807* Screw . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 1
16 MS27039C0808* Screw . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 1
17 MS27039C0809 Screw . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0 6
18 MS27039C1-05 Screw . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0 4
19 MS27039C1-06 Screw . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 4
20 MS27039C1-07 Screw . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 8
21 NAS1149FN816P+ Washer (Note: “+” in part number indicates 20-qty pack) . . . 1 1
22 NAS1149FN832P+ Washer (Note: “+” in part number indicates 20-qty pack) . . . 1 1
23 NAS1149F0432P+ Washer (Note: “+” in part number indicates 20-qty pack) . . . 1 1
24 NAS6604-5 Bolt . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 1
25 NAS6604-6 Bolt . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0 3

* Install F426-2 anchor using (4) MS27039C0806 screws, LH & RH sides.  If G196-7 LED installed (LH side) 
replace existing screws with (1) MS27039C0807 screw & (1) MS27039C0808 screw (outboard position).
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